Ci Qualwave

Electrical
Frequency: 9KHz~0.26GHz
Coupling:  50dB
Coupling Flatness:  +0.5dB max.
VSWR (Mainline): 1.2 max.
VSWR (Coupling): 1.3 max.
Insertion Loss:  0.2dB max.
Directivity: ~ 15dB min. @9KHz~20KHz
20dB min. @20KHz~260MHz
Power Handing: 2000W
Mechanical

Size™:

RF Connectors:
Coupling Connectors:
Mounting:

[1] Exclude connectors

Qualwave Inc.

+86-28-6115-4929

152.4*%55.9*55.9mm
6%2.201*2.201in

7/16 DIN female

SMA female

4-M3-6H-D8mm through-hole

sales@qualwave.com

Dual Directional Coupler

Outline Drawings

- - 4-M3-6H D8
5 FWD REV A
oy RFIn RF Out D:ﬂ
bt
o
oM

7.62[.3] 137.16 [5.4] —
ﬁ. =
= <
= 152.4 [6] Q
o~
- 30.18 [1.188] 92.04 [3.624] |
g * 2
s o
~ &
; wn

Unit: mm [in]
Tolerance: +0.5mm [+0.02in]

How To Order
QDDC-0.009-260-2K-50-7S

Customization is available upon request.
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