Ci Qualwave

Dual Directional Crossguide Couplers

Environmental

Electrical
Frequency: 9~9.5GHz Operating Temperature:  -40~+125°C
Coupling:  40+0.5dB
VSWR (Mainline): 1.1 max. Outline Drawings
VSWR (Coupling): 1.3 max.
Directivity: ~ 25dB min. 41)-%1165;]
Power Handing: 0.33MW é’—i—u =k
Sl : ‘ | g
- = =
Mechanical ol el] 228619, s
m AP I <
Interface: WR-90 (BJ100) 2=
Flange: FBP100 _
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Material: ~ Aluminium n :HID
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QDDCC-9000-9500-W-X-Y-Z = O,
W: Coupling (40 - Outline A) i
X: Coupling Connector type @
Y: Material 123.5 [4.862]
L)
Z: Flange type =3 o E S
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Connector naming rules: || a3
S - SMA female (Outline A) U‘%IQ o
Material naming rules: 41.411.63]
A - Aluminium (Outline A) Outline A
Unit: mm [in]

Flange naming rules:
1 - FBP (Outline A) Tolerance: £0.2mm [+0.008in]
Examples:

To order a Dual Directional Crossguide Coupler, 9~9.5GHz, 40dB,
SMA female, Aluminium, FBP100, specify
QDDCC-9000-9500-40-S-A-1.

Customization is available upon request.

www.qualwave.com

sales@qualwave.com

Qualwave Inc. +86-28-6115-4929




